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159AH-06012-ABC

air-cooled motor / generator with 10 kW continuous power

This datasheet applies to part numbers: see page 2

KEY FEATURES

* permanent magnet synchronous machine

« air-cooled

« convincing cost-benefit ratio

« delivery with controller possible

* recommended voltage range from 48 V to 200 V

« option for electromagnetic spring applied parking brake (fail-safe)
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Note:
On September 15t , 2024, we transferred our ERP systems to SAP. Due to this change, we are altering our
current part numbers. To see how our article numbers and motor naming scheme has changed, please consider

the conversion table below.

Please note the separate declaration for B-side interfaces S01 (closed) and B01/02 (Integrated brake).

Part number conversion

4752394 159AH_06012_SPE

4663844 159AH_06012_SHE S1 H1 E S01
4775692 159AH_06012_EDE E1 D1 E S01
4782844 159AH_06012_EDRB3 E1 D1 R BO2
4820607 159AH_06012_EDRB3X1 E1 D1 R BO1
4843463 159AH_06012_BCR B1 C1 R S01
4843464 159AH_06012_BCRB3 B1 C1 R BO2

To be noted:

The information in this technical data sheet is based on our current knowledge and
experience. Due to the wide range of possible influences during application, they do
not exempt the processor and user from carrying out their own tests and trials.
Although the suitability for a specific application can be estimated from our
information, a legally binding assurance is by no means possible. Depending on the
individual case, we recommend consultation with us. Any industrial property rights and
applicable laws must be observed by the recipient of our products on his own
responsibility.

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
only. Call for latest revision. All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.
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Characteristic Operating Points (cooling as specified on next page)

s1 S2
Feasible operating time e continuous 60 sec
Torque T 27 75 Nm
Power P 10 21 kW
Phase rms-current (AC) Is 25023) 8303 A
Battery voltage (DC) Upc 48 48 \%
Speed n 3750 2750 rom
Electric frequency f, 313 229 Hz
Efficiency Ntot 95 85 %
Power factor cos(¢o) 0.93 0.62
Max.
Torque Tinax 75 @ 2750 rpm Nm
Power ax 21 @ 2750 rpm kW
Phase rms-current (AC) Lins max 8304 A
Speed Ninax 8000 rem
Battery voltage (DC) U, ax 200 V
Electric frequency fomax 666 Hz
S1 S2
Power Continuous operation Power Short-term operation
—> <&— Ontimet,,
Temperature Temperature

1)  Only valid for an ambient temperature <= 20 °C and air flow rate >= 6 m/s

2)  Nominal current strongly dependent on cooling as specified below.

3)  The cables must not exceed a temperature of 140 °C at any time. Temperature and service life depend on the installation condition.
4)  Peak rating for max. 60 seconds on time

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
only. Call for latest revision. All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.
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Electrical Data

Number of phases 3
Number of pole pairs 5
Maximal efficiency 96 %
T/l constant (I<Inom) 0.11 Nm/A s
U/n constant (AC) @ 20 °C motor temp. rms: 6.9 peak: 10.1 V/(1000rpm)
Ke constant (AC) @ 20 °C motor temp. rms: 0.065 peak: 0.096 V/(rad*s™)
Rotor moment of inertia 0.0052 kg*m?
Allowed range of ambient temperature -20 ... +85" °C
Maximal motor temperature 140 °C

Cooling medium air
Cooling Air flow rate 6 m/s

Cooling air temperature 20 °C
Temperature monitoring 1 x KTY84-130
Power terminals 3 x 50 mm? cables with M8 cable lugs
Length power cables 50 cm
Signal connectors Deutsch DTM04-08PA
Type approval CE, EN 60034
Salt spray test Prepared for ISO 9227
Protection grade ISO 20653 IP6K9K?)
Vibrations Prepared for ISO 16750-3
Customs tariff number 8501 5230

1)  Derating > 25 °C
2)  Please note that the IP6K9K rating is only valid if the machine is installed with suitable cable glands and an appropriate sealed interface at the drive side of the
motor (flange and/or shaft). Please contact ENGIRO for further questions.

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
only. Call for latest revision. All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.

Page: 4 ENGIRO GmbH - Avantisallee 51 - 52072 Aachen - Germany
Version: 11 Tel. +49 (0)241 99798-0 - E-Mail: engineering@engiro.de - www.engiro.de

Apr-25



159AH-06012 Available Type Variants =NGIR®

HYDAC INTERNATIONAL

Available Type Variants

Flange Shaft Pos. sensor B-side interface Weight (kg)

H1
Shaft with internal spline, ANSI B92.1 9T
16/32 DP 30 flat root side fit, Tol. Class 5

S$1
E S01 ~
SHAS e s () I, Encoder Closed B-side 16 kg
@82,55 mm hydraulic pump
P1
Shaft with internal spline, ANSI B92.1 11T
16/32 DP 30° flat root side fit, Tol. Class 5
E S01 ~
Encoder Closed B-side 16 kg
E1 B01 "
IEC B14 fl 395 teri D1 Integrated brake with manual release =22 kg
cliefz ({2 ol E2nE T Cylindrical shaft with keyway, @19 mm BFK 470-12 HFC 68 Nm, 48 VDC, IP66
@115 mm PCD 8 x M8) R st
Resolver B02 1
Integrated brake ~
BFK 470-10 HFC 42 Nm, 48 VDC, IP66 20 kg
certified
so1 =~ 16 kg
Closed B-side
B1 C1 R
Flange for Allweier PGR 1500 gearbox Shaft with external helical gear flttlng Resolver B02 1
including shaft seal PGR 1500-2 Gearbox (only for i = 19,3)
Integrated brake =20 kg
BFK 470-10 HFC 42 Nm, 48 VDC, IP66
certified

1)  For more information about brake specifications and guidelines please consider the brake manufacturers manual (https://www.kendrion.com/en/)

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
only. Call for latest revision. All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.

Page: 5 ENGIRO GmbH - Avantisallee 51 - 52072 Aachen - Germany
Version: 11 Tel. +49 (0)241 99798-0 - E-Mail: engineering@engiro.de - www.engiro.de

Apr-25



159AH-06012 Technical Drawings =NGIR®

HYDAC INTERNATIONAL

Connector:
Deutsch
M2 M DTMO4-08PA
+WM-8P
Cable type:
50 mm?
orange
Insulation material: XLPE
Unshielded
150°
10 M8 DIN 46235 50 mm?
+0,1
@133 h9\ 0
ANS| B92.1
9T 16/32 DP
Root side fit
Tol Class 5
©82,55 HB("gVOSA) T —
Flange S$1 '
Connector:
Devutsch
M2 M1 DTMO4-08PA
+WM-8P

Cable type:
50 mm?
orange
Insulafion material: XLPE
Unshielded

10 M8 DIN 46235 50 mm?

+0,1
®133h9\ 0

ANS| B92.1
117 16/32 DP
Root side fit
Tol Class 5

+0,054) | - - =
082,55 HS( 0 )

Flange S1
Shaft P1

Connector:
Deutsch
DTMO4-08PA
AWMBP

40
!
5 &
Flange E1 : s
Shaft D1 13
a
s 2 @
I
Y i 7

H_?ﬁ ~Connector:

+0, / Deutsch
©19]6.-0,004) /' DTMO4-08PA
+WM-8P

Cable type:

Shaft with extemal helical gear fitting — ?,?q’r".;“e X

PGR 1500-2 Gearbox (only i=19.3 Insulation material: XLPE
. Unshielded

150°C B
M8 DIN 46235 50 mm®

Flange B1
Shaft C1

4x 9 THRU
8x 1121 6
4 x M8 THRU

98 _| 2115

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
only. Call for latest revision. All brand names and product names referenced are trademarks, registered trademarks, or trade names of their respective holders.

Page: 6 ENGIRO GmbH - Avantisallee 51 - 52072 Aachen - Germany
Version: 11 Tel. +49 (0)241 99798-0 - E-Mail: engineering@engiro.de - www.engiro.de

Apr-25



159AH-06012 Technical Drawings =NGIR®

HYDAC INTERNATIONAL

Options for integrated Brake ")

Connector:
Deutsch
DTMO04-08PA
+WM-8P

Cable type:
50 mm?
Manual release lever orange
Insulation material: XLPE
Unshielded
40 150°C
M8 DIN 46235 50 mm?

PCD $152
PCD 0115 = PCD $170
=
Flange E1 Zs, i}
T T4 ( - ©
Shaft D1 :
a0~
Integrated Brake B01 S
\
208
40,012
2779 4x 06 0
: I
g&g;g 1. | 1 68 Nm with high fricition coefficient material (lower torque ratings available)
+0,009)
®19 j6!-0.004,
D1(2:3)
Cable type: Deutsch
50 mm? M2 M1 DTMO4-08PA
orange +WM-8P
Insulation material: XLPE
Unshielded
150°C
M8 DIN 46235 50 mm?
40
PCD 9152 ﬁ
PCD 9115 ' ] M PCD ©170
Flange E1 ik min
~ < —— L |l @
Shaft D1 g E 3
2N
Integrated Brake B02 S——
! .
208
40,012
263,65 6H THRU
42 Nm with high fricition coefficient material (lower torque ratings available)
48 VDC (voltage capabilities of 12 - 250 VDC il
Sem'neﬁloc:
P iy OO 08PA
iy P +WM-8P
i N A
WY S ot 4
A Shatt with ext | helical fitti L
RV e\ o . POR 15005 Goorbox [on 153 ronge motenctPE )\ &
2 Unshielded 3
150°C o
g e M8 DIN 46235 50 mm? \ 7
I -
¥ PCD 2170
D PCD 2180 .
— iy N !
L %o ]
o7 g8 ‘==l | — 3
/ : = &
Flange B1 [ ;51 |
®| ] 2 +f
Shaft C1 \ ; \
\ X G
Integrated Brake B02 \ / | !
S : 4
P4 . Py 1
4x 7 9 THRU B H:,,/. Y 98 _| |, 2115 o +0,012
8xD12T & ! ,9& Ax T 6 10 = 4% M6 - 6H THRU
4% MBTHRU s £ s =

42 Nm with high friction coefficient material (lower torque ratings available)
48 VOC (Voltage capacities of 12 - 259 VDC available

1) For more information about brake specifications and guidelines please consider the brake manufacturers manual (https://www.kendrion.com/en/)

Data, including specifications, contained within this document are summary in nature and subject to change at any time without notice and are intended for general information
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48V Simulated Efficiency of Motor Application

(electric machine only; U, = 48V)

Efficiency (%)
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